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P38 Outdoor Virtual Full Color Display 
Technical Specification : - 

No. Item Parameter

1 LED Type 
2 View Angle Horizontal : 120° ; Vertical : 60°
3 Pixel Composition 4R2G2B
4 Pitch Pixel 38mm
5 Virtual Pixel Pitch 19mm
6 Scanning Mode Static
7 Drive Mode Constant Current
8 Module Resolution 4 x 8 dots
9 Module Virtual Resolution 8 x 16 dots

10 Module Size 152mm×304mm
11 Module Type Integration Of Lamp Board And Drirve Board
12 Module Working Voltage +5V
13 Average Power Consumption 4.5W
14 Max Power Consumption 18W
15

Module

15 Module Shell Material PC
16 Module Mask Material PC

1 Module Layout (W x H) 8 x 3
2 Carbinet Resolution 32 × 24dots
3 Cabinet Virtual Resolution 64 x 48dots
4 Average Power Consumption 135w
5 Max Power Consumption 540w
6 Carbinet Size 1216mm x 912mm
7 Carbinet Material Steel / Aluminium Alloy 
8 Carbinet Color Black / Grey 
9 Waterproof rating(Front/Back) IP65 / IP54 

1 Application Environment Outdoor 
2 White Balance Brightness >5200 cd/m2

3 White Balance coordinates X=0.29,Y=0.31
4 Contrast Ratio 64000:1
5 Color Temperature 8000K
6 Pixel density (point/m2) 693
7 Average power consumption(W/m2
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8 Max. power consumption(W/m 487
9 Power Source AC220V/50HZ AC110V/60HZ

10 Operating Temperature -20ºC to +50ºC
11 Operating Humidity 10%~90%
12 Storage Temperature -30ºC to +50ºC
13 Repetition Frequency 60Hz
14

Carbinet

Screen

14 Refresh Rate 480Hz
15 Viewing distance 25-500m
16 Grayscale / color 16.7M
17 Brightness Adjustment Software100 degree/automation 100degree
18 Control Method Synchronized with the computer screen display
19 Signal Transfer Distance Cable 100m
20 Computer Operating System WINDOWS(98, 2000, XP, Vista, 2007, Window 7)
21 Video Signal VGA, DVI, RF, S-Video, RGB, RGBHV, YUV, YC, COMPOSITION, etc.
22 Average No-Defect Time ≥100,000h
23 Longevity ≥100,000h
24 Certificate UL/CE/CCC
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